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提示
本资料中列出的所有产品，其参数和建议是我们在实验室的测试结果及经验总结，不得被视为对产品特性的保证。由于每一个用的实际应用情况并不在我们的认知、控制及责任范围内，我们对这些信息并不承担任何义务。我们
保证我们的产品符合并遵守我们销售条款中承诺的高品质、无瑕疵的要求。我们建议用户通过自行试验来论证其希望选用的产品是否完全符合预期。因用户未遵照指定的操作方法使用产品而造成损失的情况，用户将独自承担全
部责任。
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触点喷剂

驱除水分，防止漏电

WEICON 触点喷剂含特殊的活性成分，专用于电子接触件和零部件
的保护及保养。

该产品能驱除电子接触件中的水分，防止电流泄漏和电压损失，去
除接触件、保险丝、电线接头等物体表面的氧化层和硫化层。

WEICON 触点喷剂能用于保险丝盒、扬声器系统、电动闸门、电器
插口、电线及电器连接件、电缆卷筒及电缆延长线、电子园林设备
和照明系统等。

技术参数

气味 溶剂

特色 去除水分，保护电器接触件

保存期限 24 个月

颜色 透明

耐温性 -17 至 +120 °C

ISSA 编码 53.402.28

IMPA 编码 450843

操作
该产品只可用于已关闭且冷却的设备（关闭总开关）。使用前请用
力摇晃瓶身。切勿用于带电设备。将产品置于距物体表面约5厘米
处进行喷洒。等待约30秒让其发挥功效。可用一块不起毛的拭布将
多余的喷剂擦去。

储藏
容器带压。避免阳光直射。储存温度不可超过+50°C。

安全与健康
使用WEICON产品时，需注意产品的物理性、安全性、毒理性、生
态性的详细参数以及我们EG材料安全数据表
（www.weicon.com）的具体信息。

包装
11152400-47 触点喷剂 400 ml
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Note
The specifications and recommendations given in this technical data sheet must not be seen as guaranteed product characteristics. They are based on our laboratory tests and on practical experience. Since individual application
conditions are beyond our knowledge, control and responsibility, this information is provided without any obligation. We do guarantee the continuously high quality of our products. However, own adequate laboratory and practical
tests to find out if the product in question meets the requested properties are recommended. A claim cannot be derived from them. The user bears the only responsibility for non-appropriate or other than specified applications.
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Contact Spray

dispels moisture
prevents leakage current

WEICON Contact Spray is based on a special combination of active
ingredients for the protection and care of electrical contacts and
components.

It dispels moisture from electrical contacts, prevents leakage
currents and voltage loss and keeps contacts, fuses, cable
connections, etc. free of oxidation and sulphide layers.

Therefore WEICON Contact Spray is applied to, for example,
Fuse boxes, intercoms, garage door motors, sockets, cables and
connectors, cable drums and extensions, electric garden tools and
lighting systems.

Technical Data

Odour solvent

Features dispels moisture, protects electrical contacts

Silicone free yes

Storage stability 24 months

Colour transparent

Temperature resistance -17 to +120 °C

ISSA-Code 53.402.28

IMPA-Code 450843

Processing
Only for cleaning switched-off and cooled-off appliances (pull out
mains plug). Shake can thoroughly before use. Do not use on
energized equipment. Apply a thorough coating at a distance of
approx. 5 cm and allow to soak in for approx. 30 seconds. Absorb
excess substance with a non-fluffy cloth.

Storage
Pressurized container: protect from sunlight and do not expose to
temperatures exceeding +50°C.

Safety and health
When using WEICON products, the physical, safety technical,
toxicological and ecological data and regulations in our EC safety
data sheets (www.weicon.com) must be observed.

Available sizes:
11152400 Contact Spray 400 ml


