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提示
本资料中列出的所有产品，其参数和建议是我们在实验室的测试结果及经验总结，不得被视为对产品特性的保证。由于每一个用的实际应用情况并不在我们的认知、控制及责任范围内，我们对这些信息并不承担任何义务。我们
保证我们的产品符合并遵守我们销售条款中承诺的高品质、无瑕疵的要求。我们建议用户通过自行试验来论证其希望选用的产品是否完全符合预期。因用户未遵照指定的操作方法使用产品而造成损失的情况，用户将独自承担全
部责任。
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万用密封喷剂

可涂漆
室内外均适用

WEICON 万用密封喷剂是一款粘附力强、可喷涂的密封专用产品。
它专为室内外细微裂缝的密封研发而成。

该产品通用于各种密封应用，如屋檐沟槽、排水管、房车、船只、
屋顶及窗户、泳池池壁及池塘防水布、地下室通风口等。

万用密封喷剂可强效附着于多种材质，如石材、金属、塑料、木
材、搪瓷等。

该喷剂可涂漆、防水、耐风化及紫外线。它可以防止金属生锈；不
含沥青和硅。

技术参数

基础成分 丁苯橡胶

气味 溶剂

特色 轻松密封，快速高效

耐化学性 海水，各种油脂，弱酸碱

保存期限 24 个月

颜色 灰色，黑色，白色

涂漆操作所需等待时间 20 分钟

干燥时间 2 - 4 小时

耐温性 -50 至 +100 °C

操作
使用前需确保待处理的表面清洁、干燥。用力摇晃瓶身，在距离物
体表面约25cm处进行喷涂。

储藏
容器带压。避免阳光直射。储存温度不可超过+50°C。

安全与健康
使用WEICON产品时，需注意产品的物理性、安全性、毒理性、生
态性的详细参数以及我们EG材料安全数据表
（www.weicon.com）的具体信息。

包装
11555400-47 万用密封喷剂 400 ml 灰色
11554400-47 万用密封喷剂 400 ml 黑色
11553400-47 万用密封喷剂 400 ml 白色
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Note
The specifications and recommendations given in this technical data sheet must not be seen as guaranteed product characteristics. They are based on our laboratory tests and on practical experience. Since individual application
conditions are beyond our knowledge, control and responsibility, this information is provided without any obligation. We do guarantee the continuously high quality of our products. However, own adequate laboratory and practical
tests to find out if the product in question meets the requested properties are recommended. A claim cannot be derived from them. The user bears the only responsibility for non-appropriate or other than specified applications.
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Allround Sealing Spray

Overpaintable
For indoor and outdoor use

WEICON Allround Sealing Spray is a sprayable plastic with a
strong adhesion for the sealing of leaks. It has been developed
especially for the sealing of the finest cracks and seams indoors
and outdoors.

It can be used for the sealing of many different things, like gutters,
sewage and drainage pipes, caravans, mobile homes, boats, roofs,
windows, pool walls, pond foils, cell shafts and ventilation shafts.

The spray is overpaintable, waterproof and weather resistant. It
protects metals against corrosion and is free of bitumen and
silicone.

Allround Sealing Spray adheres to many surfaces, like stone, metal,
plastic, wood, enamel, and other.

Technical Data

Base Styrene Butadiene Rubber

Odour solvent

Features seals reliably and quickly

Silicone free yes

Beständigkeit Seawater, oil, weak bases and acids

Storage stability 24 months

Colour grey, black, white

Overpaintable after approx. 20 minutes

Cure time 2 - 4 hours

Temperature resistance -50 to +100 °C

Processing
Clean and degrease all surfaces before use. Shake can well before
use. Spray onto surface from a distance of approx. 25 cm.

Storage
Pressurized container: protect from sunlight and do not expose to
temperatures exceeding +50°C.

Safety and health
When using WEICON products, the physical, safety technical,
toxicological and ecological data and regulations in our EC safety
data sheets (www.weicon.com) must be observed.

Available sizes:
11553400 Allround Sealing Spray 400 ml white
11554400 Allround Sealing Spray 400 ml black
11555400 Allround Sealing Spray 400 ml grey


